
 

TABLE II 
 

AIR COMPLIANCE INCORPORATED 
GTAT/LPOD'S DIESEL FUEL SUPPLEMENT EVALUATION 

 

GAS EMISSIONS 

 
 

OPERATING CONDITIONS 

 
Reference Fuel  

ppm 
Reference Fuel Plus 

20% Bio 
ppm 

Reference Fuel Plus 
Viscon 
ppm 

Reference Fuel Plus 
Viscon+20%Bio 

ppm 

Reference Fuel Plus 
Viscon+10%Bio 

ppm 
 
                                                                                 NITROGEN OXIDES (NOx) 

25% Cold Transient Start 340 375 216 203 200 
25% Warm Transient Cycle 250 210 184 120  
50% Speed (Steady State) 83 92 55 76 60 
50% Transient Cycle 210 233 55 200 170 
Warm Idle       95 90 60 65 55
      

                                                                                     CARBON DIOXIDE (CO) 
25% Cold Transient Start 185 265 130 95 90 
25% Warm Transient Cycle 180 190 55 90  
50% Speed (Steady State) 523 525 311 218 320 
50% Transient Cycle       245 230 113 120 180
Warm Idle  195     190 300 80 65
      

                                                                                    TOTAL HYDROCARBON (THC) 
25% Cold Transient Start 160 447 20 40  
25% Warm Transient Cycle 210 660 20 40   
50% Speed (Steady State) 300 590 20 40  
50% Transient Cycle 350 465 20 40  
Warm Idle 200 690 20 40  
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